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HMI, control and command enclosures
     The right solution for machine control
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multiPANEL Display
     The designer control/display enclosure

Standard: Available in 
three heights.

multiPANEL display – with 
aluminium front plate or glass 
front preparation.

Profile handle.Keyboard and mouse holder.

The all-round talent in a purist, multi-variable 
design. It offers the option of integrating every 
conceivable application. This version facilitates 
the permanent installation of a front plate/
operating unit or glass front, e.g. for touch 
screen applications.

Ingress protection up to IP 65

Approvals:

You can find detailed information on this product in our separate brochure 
»profiPANEL – multiPANEL – profiPLUS 50/70« and available to download on our website, www.rolec.de

The most important product features:
•	Enclosure material: Aluminium profiles, 				  
	 Stainless steel decorative inlays
•	Enclosure surface: Body and rear wall 
	 or doors RAL 9005
•	Profile enclosure – high-precision production from 
	 150 x 150 mm  to 800 x 800 mm
•	Firmly glued aluminium front plate
•	3 enclosure heights: 70, 85 and 130 mm
•	Direct access possible with three door designs
•	Rear wall bolted (only MPD 00), 
	 Lock and hinge RAL 9005
•	Connection to the profiPLUS 50 suspension system 
•	 Ingress protection to IP 65
•	Enclosure seal: Silicone foam

Type Art. no. D      g RS IS DV TM HG PR WA WM

MPD 00 – bolted rear wall 320.000.XXX 70 2466 o o o o o

MPD 11 – bolted door 320.110.XXX 70 3038 • o o o o o

MPD 15 – 15 mm frame door 320.150.XXX 85 3145 • • o o o o o

MPD 60 – 60 mm frame door 320.600.XXX 130 3804 • • o o o o o

Ordering overview multiPANEL Display

• Standard     o Optionally available
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The all-round talent in a purist, multi-variable 
design. It offers the option of integrating every 
conceivable application. This version allows 
many commercially available panel PCs or 
front plates to be directly inserted from the 
front or back.

Ingress protection up to IP 65

multiPANEL Command
     The designer command enclosure

Available in any colour desired. With front plate inserted 
from the front or inside.

Handle. Keyboard holder.

Approvals:

You can find detailed information on this product in our separate brochure 
»profiPANEL – multiPANEL – profiPLUS 50/70« and available to download on our website, www.rolec.de

The most important product features:
•	Enclosure material: Aluminium profiles, 			 
	 Stainless steel decorative inlays
•	Enclosure surface: Body and rear wall 
	 or doors RAL 9005
•	Profile enclosure – high-precision production from 
	 150 x 150 mm to 800 x 800 mm
•	Panel PC direct installation or with front or 
	 interior insertion of front plate
•	3 enclosure heights: 70, 85 and 130 mm
•	Direct access possible with three door designs
•	Connection to the profiPLUS 50 suspension system
•	Rear wall bolted (only MPK 00), 
	 Lock and hinge RAL 9005
•	Connection to the profiPLUS 50 suspension system 
•	 Ingress protection to IP 65
•	Enclosure seal: Silicone foam

Type Art. no. D      g RS IS DV TM HG PR WA WM

MPK 00 – bolted rear wall 321.000.XXX 70 2466 o o o o o

MPK 11 – bolted door 321.110.XXX 70 3038 • o o o o o

MPK 15 – 15 mm frame door 321.150.XXX 85 3145 • • o o o o o

MPK 60 – 60 mm frame door 321.600.XXX 130 3804 • • o o o o o

Ordering overview multiPANEL Command

Type Art. no. D      g RS IS DV TM HG PR WA WM

MPK 00 – bolted rear wall 322.000.XXX 70 2466 o o o o o

MPK 11 – bolted door 322.110.XXX 70 3038 • o o o o o

MPK 15 – 15 mm frame door 322.150.XXX 85 3145 • • o o o o o

MPK 60 – 60 mm frame door 322.600.XXX 130 3804 • • o o o o o

Ordering overview multiPANEL Command FPI*

• Standard     o Optionally available* Front plate inserted from the inside
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For everyone in a rush, who requires only a small 
unit quantity or who does not need millimetre-
precise dimensions: We have developed the 
»profiPANEL Standard« for you. Four standard 
sizes from a 90 mm basic profile with individually 
configurable front plate into which every panel 
PC and additional buttons or switches can be 
incorporated. The rear wall features locks and 
hinges on the longer sides.

Ingress protection up to IP 65

profiPANEL Standard
  The economical version with 90 mm depth

1: Select enclosure dimensions 
based on the planned internal 
mountings*.

2: Define the machining of the 
front plate required.

3: Define the position of the 
suspension arm fixing.

4: On request, select pro handle(s). 
Possible on the side or at the 
bottom of the enclosure.

4 simple steps to a perfectly coordinated, economical control enclosure:

*	 The internal mounting sizes for panel PCs are intended only as a guideline figure as the manufacturer’s air circulation values also 
	 need to be taken into consideration.

10"-12" 

For internal mounting of 
10 to 12 inch*
Assignment space: 
355 x 355 mm
External dimensions: 
400 x 400 mm
Rear wall with locks 
and hinges

17"-21"

For internal mounting of 
17 to 21 inch*
Assignment space: 
475 x 555 mm
External dimensions: 
520 x 600 mm
Rear wall with locks 
and hinges

12"-15"

For internal mounting of 
12 to 15 inch*
Assignment space: 
355 x 475 mm
External dimensions: 
400 x 520 mm
Rear wall with locks 
and hinges

15"-17" 

For internal mounting of 
15 to 17 inch*
Assignment space: 
475 x 475 mm
External dimensions: 
520 x 520 mm
Rear wall with locks 
and hinges

You can find detailed information on this product in our separate brochure 
»profiPANEL – multiPANEL – profiPLUS 50/70« and available to download on our website, www.rolec.de

The key product features:
•	Enclosure material: Aluminium profiles
	 PA corner covers, RAL 7035
•	Enclosure surface: anodised silver
•	 Ingress protection to IP 65
•	Enclosure seal: EPDM

Type Art. no. D      ZL RS DV PR WM C

PPD 090 - 400 x 400 mm, 10"-12” 331.090.AAA 90 10"-12" • • o o o

PPD 090 - 400 x 520 mm, 12"-15" 331.090.BBB 90 12"-15" • • o o o

PPD 090 - 520 x 520 mm, 15"-17" 331.090.CCC 90 15"-17" • • o o o

PPD 090 - 520 x 520 mm, 17"-21" 331.090.DDD 90 17"-21" • • o o o

Ordering overview profiPANEL Standard

• Standard     o Optionally available
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Thanks to the option of combining three basic profile 
widths, it is possible to realise a total of 8 individual 
mounting depths. In this way, almost every concei-
vable configuration for the internal mounting of 
components can be realised. The design facilitates 
almost seamless, flush installation of the front plate, 
which is permanently connected with the enclosure. 
Appropriate cut-outs for a display, switches, etc. are 
included in the service provided by ROLEC and are 
produced ex-works to meet customer specifications.

Ingress protection up to IP 65

profiPANEL Individual
  The modern HMI/control enclosure series

Wall connection with left and 
right stop possible.

Profile handles possible on the 
side or bottom of the enclosure.

Keyboard holder. Coloured corners alternatively in 
RAL 3020, 5017 or 9005.

You can find detailed information on this product in our separate brochure 
»profiPANEL – multiPANEL – profiPLUS 50/70« and available to download on our website, www.rolec.de

The key product features:
• Enclosure material: Aluminium profiles
•	Enclosure surface: anodised silver
• Profile enclosure – manufactured to measure 
	 from depths of 60 mm to 300 mm
• Direct access through doors with locks
    and hinges (on the longer side as standard)
• Ingress protection to IP 65
•	Enclosure seal: EPDM

Type Art. no. D      RS DV  VR PR TM P60 P90 WA WM C

PPD 60 Basic 330.060.AAA 60 • • o o o o o o o o

PPD 90 Basic 330.090.AAA 90 • • o o o o o o o o

PPD 120 (Combi 60/60) 332.120.AAA 120 • • o o o o o o o

PPD 150 Basic 330.150.AAA 150 • • o o o o o o o o

PPD 150 (Combi 90/60) 332.150.AAA 150 • • o o o o o o o

PPD 180 (Combi 90/90) 332.180.AAA 180 • • o o o o o o o

PPD 210 (Combi 150/60) 332.210.AAA 210 • • o o o o o o o

PPD 240 (Combi 150/90) 332.240.AAA 240 • • o o o o o o o

PPD 300 (Combi 150/150) 332.300.AAA 300 • • o  o o o o o o

Ordering overview profiPANEL

• Standard     o Optionally available

P60 P90

Approvals:
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A functional, robust, economical and elegant 
control enclosure for electrical and electronic 
equipment. A recess in the lid can accommodate 
a membrane keypad, front plates or operating 
panel.

Ingress protection IP 66

Standard: Ergonomically shaped 
design handle bars.

commandCASE
     The economic command enclosure

Practical quick-acting closure. 
Lockable or non-lockable.

Version 1: Bolted on the rear 
with hinges.

Version 2: Bolted on the rear.

Approvals:

Type Art. no. L      W      H      D      E       g SV SZ S L D EMC

CC 200 193.200.000 230 200 120 212 144 2466 • o • o o o

CC 202 193.202.000 330 200 120 312 144 3038 • o • o o o

CC 250 193.250.000 280 250 120 262 194 3145 • o • o o o

CC 252 193.252.000 380 250 120 362 194 3804 • o • o o o

CC 300 193.300.000 330 300 120 312 244 4134 • o • o o o

CC 302 193.302.000 430 300 120 412 244 4872 • o • o o o

Ordering overview commandCASE Standard

Type Art. no. L      W      H      D      E       g ID L D EMC

CCV 200 195.200.000 230 200 120 212 144 2466 • o o o

CCV 202 195.202.000 330 200 120 312 144 3038 • o o o

CCV 250 195.250.000 280 250 120 262 194 3145 • o o o

CCV 252 195.252.000 380 250 120 362 194 3804 • o o o 

CCV 300 195.300.000 330 300 120 312 244 4134 • o o o

CCV 302 195.302.000 430 300 120 412 244 4872 • o o o

Ordering overview commandCASE version 2

Type Art. no. L      W      H      D      E       g S L D EMC

CCS 200 194.200.000 230 200 120 212 144 2466 • o o o

CCS 202 194.202.000 330 200 120 312 144 3038 • o o o

CCS 250 194.250.000 280 250 120 262 194 3145 • o o o

CCS 252 194.252.000 380 250 120 362 194 3804 • o o o

CCS 300 194.300.000 330 300 120 312 244 4134 • o o o

CCS 302 194.302.000 430 300 120 412 244 4872 • o o o

Ordering overview commandCASE version 1

• Standard     o Optionally available

Mounting dimensions

Standard: Quick-acting closure 
and hinges, narrow side

Version 1: Bolted with hinges

Version 2: Bolted

The key product features:
•	 Enclosure material: Die-cast aluminium
•	 Enclosure surface: powder coating, RAL 7035
•	 Connection to the suspension systems profiPLUS 
	 or taraPLUS
•	 Integrated recess in cover for 
	 membrane keypad or front plate
•	 Ingress protection IP 66
•	 Enclosure seal: O-ring gasket (CR)
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Ordering overview aluFACE range KCE

Type Art. no. L      W      H      D      E       g M S DV W X Y Z J I

KCE 120 119.120.000 120 120 114 102 102 1590 o • • o o o o ❍ ❍

KCE 122 119.122.000 180 120 114 162 102 1820 o • • o o o o ❍ ❍

KCE 124 119.124.000 240 120 114 222 102 2170 o • • o o o o ❍ ❍

KCE 160 119.160.000 160 160 114 142 142 2060 o • • o o o o o ❍

KCE 162 119.162.000 240 160 114 222 142 2650 o • • o o o o o ❍

KCE 164 119.164.000 320 160 114 302 142 3190 o • • o o o o o ❍

KCE 166 119.166.000 480 160 114 462 142 4710 o • • o o o o o ❍

KCE 200 119.200.000 200 200 135 180 180 3150 o • • o o o o o o

KCE 202 119.202.000 300 200 135 280 180 3680 o • • o o o o o o

KCE 204 119.204.000 400 200 135 380 180 5480 o • • o o o o o o

KCE 240 119.240.000 240 240 135 220 220 4110 o • • o o o o o o

KCE 242 119.242.000 360 240 135 340 220 4800 o • • o o o o o o

KCE 244 119.244.000 480 240 135 460 220 6950 o • • o o o o o o

KCE 320 119.320.000 320 320 135 300 300 5720 o • • o o o o o o

KCE 322 119.322.000 480 320 135 460 300 7530 o • • o o o o o o

KCE 324 119.324.000 640 320 135 620 300 9720 o • • o o o o o o

KCE/KSE: 2-piece lid with flat or 
high framework, integrated lock 
and hinges.

KVE/KVF: 2-piece lid with flat 
framework and bottom.

aluFACE
     The reliable front plate enclosure

KE: 1-piece framework. Handle system in RAL 3020 
or RAL 9005.

An extremely versatile and flexible command 
enclosure. Ideal for all types of industrial 
operating and display technology. 

Ingress protection IP 65

• Standard     o Optionally available

Approvals:

Mounting dimensions

aluFACE range KCE - 
Flat framework, 
two-piece lid

The most important product features:
•	Enclosure material: Die-cast aluminium
	 Framework: Corner pieces from die-cast 
	 zinc and aluminium profiles
	 Front plate: 3 mm aluminium, anodised silver
•	Enclosure surface: powder coating, RAL 7040/7035
•	Single-channel mounting for greater installation volume
•	 Ideal connection to the suspension systems 
	 taraPLUS and profiPLUS
•	Lid screws stainless steel 1.4567
•	 Ingress protection IP 65
•	Enclosure seal:	 TPE moulded gasket, silicone-free
			  O-ring gasket (CR)
			  Profile seal (CR)
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Ordering overview aluFACE range KVF

Type Art. no. L      W      H      D      E       g M S HS J A

KVF 120 123.120.000 120 120 80 102 102 1200 o o o ❍ o

KVF 122 123.122.000 180 120 80 162 102 1400 o o o ❍ o

KVF 124 123.124.000 240 120 80 222 102 1690 o o o ❍ o

KVF 160 123.160.000 160 160 80 142 142 1740 o o o o o

KVF 162 123.162.000 240 160 80 222 142 2230 o o o o o

KVF 164 123.164.000 320 160 80 302 142 2700 o o o o o

KVF 166 123.166.000 480 160 80 462 142 3990 o o o o o

KVF 200 123.200.000 200 200 95 180 180 2640 o o o o o

KVF 202 123.202.000 300 200 95 280 180 3350 o o o o o

KVF 204 123.204.000 400 200 95 380 180 4620 o o o o o

KVF 240 123.240.000 240 240 95 220 220 3460 o o o o o

KVF 242 123.242.000 360 240 95 340 220 4950 o o o o o

KVF 244 123.244.000 480 240 95 460 220 5850 o o o o o

KVF 320 123.320.000 320 320 95 300 300 4820 o o o o o

KVF 322 123.322.000 480 320 95 460 300 6340 o o o o o

KVF 324 123.324.000 640 320 95 620 300 8170 o o o o o

Ordering overview aluFACE range KE

Type Art. no. L      W      H      D      E       g M S HS D V W X Y Z J I A

KE 160 126.160.000 160 160 117 142 142 1330 o o o o o o o o ❍ o o o

KE 162 126.162.000 240 160 117 222 142 1920 o o o o o o o o ❍ o o o

KE 242 126.242.000 360 240 137 340 220 4600 o o o o o o o o o o o o

Ordering overview aluFACE range KSE

Type Art. no. L      W      H      D      E       g M S DV W X Y Z J I A

KSE 160 115.160.000 160 160 133.5 142 142 2360 o • • o o o o o ❍ o

KSE 162 115.162.000 240 160 133.5 222 142 2960 o • • o o o o o ❍ o

KSE 164 115.164.000 320 160 133.5 302 142 3530 o • • o o o o o ❍ o

KSE 166 115.166.000 480 160 133.5 462 142 5090 o • • o o o o o ❍ o

KSE 200 115.200.000 200 200 153.5 180 180 3460 o • • o o o o o o o

KSE 202 115.202.000 300 200 153.5 280 180 4320 o • • o o o o o o o

KSE 204 115.204.000 400 200 153.5 380 180 5860 o • • o o o o o o o

KSE 240 115.240.000 240 240 153.5 220 220 4450 o • • o o o o o o o

KSE 242 115.242.000 360 240 153.5 340 220 5160 o • • o o o o o o o

KSE 244 115.244.000 480 240 153.5 460 220 7350 o • • o o o o o o o

KSE 320 115.320.000 320 320 153.5 300 300 6100 o • • o o o o o o o

KSE 322 115.322.000 480 320 153.5 460 300 7950 o • • o o o o o o o

KSE 324 115.324.000 640 320 153.5 620 300 10180 o • • o o o o o o o

Ordering overview aluFACE range KVE

Type Art. no. L      W      H      D      E       g M S HS J I A

KVE 120 125.120.000 120 120 114 102 102 1390 o o o ❍ ❍ o

KVE 122 125.122.000 180 120 114 162 102 1610 o o o ❍ ❍ o

KVE 124 125.124.000 240 120 114 222 102 1970 o o o ❍ ❍ o

KVE 160 125.160.000 160 160 114 142 142 1860 o o o o ❍ o

KVE 162 125.162.000 240 160 114 222 142 2440 o o o o ❍ o

KVE 164 125.164.000 320 160 114 302 142 2990 o o o o ❍ o

KVE 166 125.166.000 480 160 114 462 142 4500 o o o o ❍ o

KVE 200 125.200.000 200 200 135 180 180 2950 o o o o o o

KVE 202 125.202.000 300 200 135 280 180 3470 o o o o o o

KVE 204 125.204.000 400 200 135 380 180 5270 o o o o o o

KVE 240 125.240.000 240 240 135 220 220 3900 o o o o o o

KVE 242 125.242.000 360 240 135 340 220 4600 o o o o o o

KVE 244 125.244.000 480 240 135 460 220 6740 o o o o o o

KVE 320 125.320.000 320 320 135 300 300 5510 o o o o o o

KVE 322 125.322.000 480 320 135 460 300 7320 o o o o o o

KVE 324 125.324.000 640 320 135 620 300 9510 o o o o o o

• Standard     o Optionally available

• Standard     o Optionally available

• Standard     o Optionally available

• Standard     o Optionally available

aluFACE range KSE - 
High framework, 
two-piece lid

aluFACE range KE - 
Framework, single-piece 
aluminium frame

aluFACE range KVF -
Flat framework, 
flat bottom, bolted

aluFACE range KVE -
Flat framework,
high bottom, bolted
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multiVISION Display
     The variable control/display enclosure

One-piece profile, back panel 
with hinge and lock.

Two-piece profile (e.g. 120/60) 
with lock and hinge.

Connection to all ROLEC
suspension systems possible.

Handle system available in RAL 
3020 or RAL 9005.

Ideal as display enclosure for indoor and 
outdoor use thanks to ingress protection IP 65. 
Can also be used as a control enclosure.

Ingress protection IP 65

Ordering overview multiVISION Display

Type Profile Dimensions in mm M  RS* S DV W X Y Z I

MVD 01 D1 60 o o   o o o o o

MVD 02 D2 120 o o  o o o o o

MVD 03 D3 60/60 o • • o o o o o

MVD 04 D4 60/120 o • • o o o o o

MVD 05 D5 120/120 o • • o o o o o

MVD 06 D6 180 o o  o o o o o

MVD 07 D7 60/180 o • • o o o o o

MVD 08 D8 120/180 o • • o o o o o

MVD 09 D9 180/180 o • • o o o o o

• Standard     o Optionally available

Approvals:

Profile combination

F = Front plate	 R = Rear wall

*RS with DV as standard

The key product features:
•	Enclosure material: Die-cast aluminium and 
	 aluminium profiles
•	Enclosure surface: powder coating, RAL 7040 
•	Assembly of front plates without visible screws
•	 Ingress protection IP 65
•	Enclosure seal: O-ring gasket (CR), Profile seal (CR)
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Ordering overview 
multiVISION Command

Type Profile M  RS* S DV W X Y Z I

MVK 01 K1 o o o o o o o

MVK 02 K2 o • • o o o o o

MVK 03 K3 o • • o o o o o

MVK 04 K4 o • • o o o o o

multiVISION Command
     The variable command enclosure

One-piece profile, back panel 
with hinge and lock.

Two-piece profile (e.g. 120/120) 
with lock and hinge.

multiVISION Kommando: handle 
system possible for every size.

Two-piece profile (e.g. 120/60).

The body of the main profile was developed
with a cooling element look for design reasons. 
The combination of three different profiles offers 
a great deal of space for internal equipment.

Ingress protection IP 65

• Standard     o Optionally available

Approvals:

Profile combination

F = Front plate	 R = Rear wall

*RS with DV as standard
The key product features:
•	Enclosure material: Die-cast aluminium and 
	 aluminium profiles
•	Enclosure surface: powder coating, RAL 7040
•	Assembly of front plates without visible screws
•	 Ingress protection IP 65
•	Enclosure seal:	 O-ring gasket (CR)
			  Profile seal (CR)
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Suspension systems
      For connecting control systems perfectly
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Whether profiPLUS 50 or 70: 
both systems offer sufficient space 
for cable routing.

profiPLUS 50
     The designer suspension system

Simple height adjustment with 
patented ‘screw adjustment’.

End-to-end potential equalisation to 
protect humans and equipment.

Matching adapters, e.g. for 
Siemens, Beckhoff, B&R.

The design harmonises perfectly with that of 
machinery. Time-saving assembly, a range 
of system components and numerous panel 
adapters for connecting panel PCs from 
leading vendors give the system an 
unrivalled advantage.

Ingress protection IP 54

Approvals:

 *For explanation see following page
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Coupling **      142.240.250 • • 250 1450

142.240.500 • • 500 2350

142.240.750 • • 750 3250

142.241.000 • • 1000 4150

142.250.250 • • 250 1450

142.250.500 • • 500 2350

142.250.750 • • 750 3250

142.251.000 • • 1000 4.150

Coupling A ** 142.260.250 • • • 250 2520

142.260.500 • • • 500 3420

142.260.750 • • • 750 4320

142.261.000 • • • 1000 5220

142.270.250 • • • 250 2520

142.270.500 • • • 500 3520

142.270.750 • • • 750 4320

142.271.000 • • • 1000 5.220

Console coupling A ** 142.280.250 • • • 250 3390

142.280.500 • • • 500 4290

142.280.750 • • • 750 5190

142.281.000 • • • 1000 6090

142.290.250 • • • 250 3390

142.290.500 • • • 500 4290

142.290.750 • • • 750 5190

142.291.000 • • • 1000 6.090

Elbow coupling 142.034.000 • • 1260

142.035.000 • • 1260

Elbow coupling A 142.036.000 • • • 2370

142.037.000 • • • 2370

Elbow console coupling A 142.038.000 • • • 3240

142.039.000 • • • 3240

Elbow panel coupling 142.040.000 • • 1630

142.041.000 • • 1630

Elbow panel coupling A 142.042.000 • • • 2410

142.043.000 • • • 2410

The key product features:
•	System parts material: Die-cast aluminium, 
	 powder coating, RAL 7035
•	Suspension profile material: Aluminium profile, 
	 in anodised silver
•	Matching adapters, e.g. for Beckhoff, Siemens, 
	 B&R and further panel manufacturers
•	Many couplings with pre-fitted suspension profile 
	 as standard
•	Can be used with all ROLEC control enclosures;
	 the perfect complement to ‘multiPANEL’ and ‘profiPANEL’
•	Possible to route connectors such as HDMI, DVI, 
	 network adapters, etc.
•	 Integrated cable protection
•	 Ingress protection IP 54
•	 Gasket: Chloroprene (CR)
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     •    Functional features

     *    Special lengths available on request

   **    Delivery with support profile fitted

  ***   Horizontal and vertical installation possible
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You can find detailed information on this product in our separate brochure 
»profiPANEL – multiPANEL – profiPLUS 50/70« and available to download on our website, www.rolec.de
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Panel coupling 142.220.250 • • 250 1750

142.220.500 • • 500 2650

142.220.750 • • 750 3550

142.221.000 • • 1000 4450

142.230.250 • • 250 1750

142.230.500 • • 500 2650

142.230.750 • • 750 3550

142.231.000 • • 1000 4450

Panel coupling A 142.300.250 • • • 250 2720

142.300.500 • • • 500 3620

142.300.750 • • • 750 4520

142.301.000 • • • 1000 5420

142.310.250 • • • 250 2720

142.310.500 • • • 500 3620

142.310.750 • • • 750 4520

142.311.000 • • • 1000 5420

Wall joint, horizontal 142.010.000 • • • 5350

Wall joint, vertical 142.010.001 • 5170

Smart wall joint 142.010.200 • • 2816

Socket joint 142.005.000 • • 4450

Socket joint, vertical 142.005.001 • • 4100

Smart socket joint 142.005.200 • • 1976

Wall connection profiPANEL 501.100.300 • 1593

Wall connection multiPANEL 501.100.200 • 1593

Elbow 142.020.000 • • 750

Intermediate joint 142.015.000 • • 4050

Mobile base 142.030.150 • • 26000

Mobile base 142.030.160 • • 10000

Roller set 501.142.000 • •

Base *** 142.030.000 • • 1350

Support profile 250 mm 142.000.250 250 900

Support profile 500 mm 142.000.500 500 1800

Support profile 750 mm 142.000.750 750 2700

Support profile 1000 mm 142.001.000 1000 3600

Support profile 1500 mm 142.001.500 1500 5400

B&R adaptor Ø48 profile 142.000.003 • • 435

VESA adaptor 142.000.005 • • • 2085

B&R adaptor Ø48 / 62,5 142.000.008 • • 641
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50/48 adaptor including elbow 142.020.001 • • 1250

Elbow coupling 50/48 142.020.002 • • • 2150

50/48 adaptor 142.024.100 • • 500

Smart wall joint profile adaptor 142.024.200 211

Smart socket joint profile adaptor 142.024.300 534

Smart wall joint universal adaptor 142.025.XXX

Smart socket joint universal adaptor 142.026.XXX

Siemens adaptor 142.024.000 • • 110

70/50 adaptator 143.000.001 • • 370

Signal light adaptor, joint 142.020.501 150

Signal light adaptor, elbow 142.020.502 180

Beckhoff adaptor Ø 48 142.000.000 • • 340
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Standard: Integrated cable protec-
tion in all joint parts.

profiPLUS 70
     The designer suspension system

Standard: Integrated set screw 
system for adjusting the pivoting 
range.

70/50 adaptor for the transition 
to profiPLUS 50 couplings.

Signal light adapter for joint 
and elbow.

The design harmonises perfectly with that of 
machinery. Time-saving assembly, a range 
of system components and the possibility to 
adapt to the 50-series system in order to use 
all 50-series connections give the system an 
unrivalled advantage.

Ingress protection IP 54
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Coupling **      143.240.250 • • 250 2210

143.240.500 • • 500 3590

143.240.750 • • 750 4970

143.241.000 • • 1000 6350

143.250.250 • • 250 2210

143.250.500 • • 500 3590

143.250.750 • • 750 4970

143.251.000 • • 1000 6350

Coupling N ** 143.260.250 • • • 250 3590

143.260.500 • • • 500 4970

143.260.750 • • • 750 6350

143.261.000 • • • 1000 7730

143.270.250 • • • 250 3590

143.270.500 • • • 500 4970

143.270.750 • • • 750 6350

143.271.000 • • • 1000 7730

Desk coupling N ** 143.280.250 • • • 250 4700

143.280.500 • • • 500 6080

143.280.750 • • • 750 7460

143.281.000 • • • 1000 8840

143.290.250 • • • 250 4700

143.290.500 • • • 500 6080

143.290.750 • • • 750 7460

143.291.000 • • • 1000 8840

Elbow coupling 143.034.000 • • 1740

143.035.000 • • 1740

Elbow coupling N 143.036.000 • • • 3120

143.037.000 • • • 3120

Elbow desk coupling N 143.038.000 • • • 4260

143.039.000 • • • 4260

Wall joint 143.010.000 • • • 6800

Socket joint 143.005.000 • • • 5380

Wall joint, upright 143.010.001 • 6200

Socket joint, upright 143.005.001 • • 4300

*For explanation see next page

Approvals:

The key product features:
•	System parts material: Die-cast aluminium, 
	 powder coating, RAL 7035
•	Suspension profile material: Aluminium profile, 
	 in anodised silver
•	 ‘70/50 adaptation’, e.g. in order to use the adapter with 
	 the panel manufacturers listed together with profiPLUS 50
•	Many couplings with pre-fitted suspension profile 
	 as standard
•	Can be used with all ROLEC control enclosures;
	 the perfect complement to ‘multiPANEL’ and ‘profiPANEL’
•	Possible to route connectors such as HDMI, DVI, 
	 network adapters, etc.
•	 Comprehensive potential equalisation
•	 Ingress protection IP 54
•	 Gasket: Chloroprene (CR)
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Intermediate joint 143.015.000 • • 5320

Elbow 143.020.000 870

Base *** 143.030.000 • • 1620

Support profile 250 mm 143.000.250 250 1380

Support profile 500 mm 143.000.500 500 2760

Support profile 750 mm 143.000.750 750 4140

Support profile 1000 mm 143.001.000 1000 5520

Support profile 1500 mm 143.001.500 1500 8280

70/50 Adaptor 143.000.001 • • 370

Signal light adaptor, joint 143.020.501 180

Signal light adaptor, elbow 143.020.502 200

Elbow coupling 70/48 143.020.002 • • • 1680
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     •     Functional features

     *    Special lengths available on request

   **    Delivery with support profile fitted

  ***   Horizontal and vertical installation possible

You can find detailed information on this product in our separate brochure 
»profiPANEL – multiPANEL – profiPLUS 50/70« and available to download on our website, www.rolec.de
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taraPLUS
     The multi-variable suspension system 

Various connections available. Support profiles: a combination of 
round and/or rectangular tubes.

Intermediate joint, articulated. Various couplings available.

The special design combines round and square 
profiles, thereby achieving high static equilibrium. 
Large openings in the system parts allow cables 
to be easily fed through. 

Ingress protection IP 54

Approvals:
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Coupling, hanging 149.025.500 149.025.510 • • 480

Coupling, upright 149.025.501 149.025.511 • • 480

Elbow coupling 149.035.000 149.035.010 • 1100

Elbow 48 149.020.000 149.020.010 • 800

Elbow 70 149.020.001 149.020.011 • 1800

Base 48 149.030.000 149.030.010 • 700

Base 70 149.030.001 149.030.011 • 1150

Socket joint 149.005.000 149.005.010 2450

Socket joint, vertical 149.005.001 149.005.011 • 1700

Wall joint 149.010.000 149.010.010 2750

Wall joint, vertical 149.010.001 149.010.011 • • 2000

Tube rotation joint 149.040.000 149.040.010 • • 2300

Intermediate joint 149.015.000 149.015.010 • 3000

Coupling A 149.025.001 149.025.011 • • • 1350

Elbow coupling A 149.035.001 149.035.011 • • • 1800

Console coupling 149.025.002 149.025.012 1050

Console coupling A, upright 149.025.003 149.025.013 • • • 2150

Console coupling A, hanging 149.025.004 149.025.014 • • • 2150

Elbow console coupling 149.035.002 149.035.012 • 1500

Elbow console coupling A, upright 149.035.003 149.035.013 • • • 2600

Elbow console coupling A, hanging 149.035.005 149.035.015 • • • 2600

Wall inclination coupling 149.045.000 149.045.010 • • 3500

The key product features:
•	Profile cross-sections: round Ø 48 and 70 mm.
	 rectangular 40x60 mm
•	System parts material: Die-cast aluminium, 
	 powder coating, RAL 7040		
•	Suspension profile material: drawn steel, 
	 powder coating, RAL 7035
•	Simple and quick adjustment with set screws
•	Can be used with all ROLEC control enclosures
•	Possible to route connectors such as HDMI, patch cable, 
	 USB, etc. (not for DVI connectors)
•	 Ingress protection IP 54
•	Gasket: Chloroprene (CR)
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taraPLUS/QUADRO 50 elbow 149.021.000 149.021.010 • • 1480

TUBES

Round tube Ø48 250 mm 144.300.250 144.330.250 900 

Round tube Ø48 500 mm 144.300.500 144.330.500 1800

Round tube Ø48 750 mm 144.300.750 144.330.750 2700

Round tube Ø48 1000 mm 144.301.000 144.331.000 3600

Round tube Ø70 250 mm 144.320.250 144.340.250 1725

Round tube Ø70 500 mm 144.320.500 144.340.500 3450

Round tube Ø70 1000 mm 144.321.000 144.341.000 6900

Round tube Ø70 1500 mm 144.321.500 144.341.500 10350

Round tube Ø70 2000 mm 144.322.000 144.342.000 13800

Rectangular tube 60/40 500 mm 144.310.500 144.350.500 1800

Rectangular tube 60/40 750 mm 144.310.750 144.350.750 2700

Rectangular tube 60/40 1000 mm 144.311.000 144.351.000 3600

Rectangular tube 60/40 1500 mm 144.311.500 144.351.500 5400
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QUADRO 50/80
     Suspension system for heavy loads

Various connections available. Intermediate joint with bellows. Inclination adaptor 30 and 60 
degrees.

Signal light adaptor for 
QUADRO 50 and 80 elbows.

The system consists of spheroidal graphite parts 
that provide higher-than-average bearing  
strength. The overall static equilibrium of the 
system is also very high due to its combination 
with steel profiles.

Ingress protection IP 54

Approvals:
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Coupling 147.025.500 1250 147.025.700 3100 • • •

Elbow coupling 147.035.500 2000 147.035.700 6550 • • •

Elbow 147.020.500 1350 147.020.700 2400 • •

taraPLUS/QUADRO 50 elbow 149.021.000 1480 • •

Signal light adaptor 147.020.501 25 147.020.701 80 •

Intermediate joint 147.015.000 4250 147.015.200 10000 •

Wall joint 147.010.000 4350 147.010.200 9450 •

Socket joint 147.005.500 5400 147.005.700 15700 • •

Tube rotation joint 147.040.000 6650 • • •

Base 147.030.000 3250 147.030.200 7000 •

Coupling A 147.025.002 3000 147.025.202 2900 • • •

Inclination adaptor 30/60 degrees 140.045.000 1100 140.045.000 1100

Square tube 500 mm 144.020.500 3375 144.040.500 3375

Square tube 1000 mm 144.021.000 6750 144.041.000 6750

Square tube 1500 mm 144.021.500 10125 144.041.500 10125

Square tube 2000 mm 144.022.000 13500 144.042.000 13500

The most important product features:
•	Profile cross-sections: Square 50 and 80 mm
•	System parts material: die-cast aluminium / spheroidal 
	 graphite iron, powder coating, RAL 7040
•	Suspension profile material: drawn steel, 
	 powder coating, RAL 7035
• 	transition from square 50 mm (QUADRO 50) to round 
	 Ø48 mm (taraPLUS) possible through special elbow
•	Can be used with all ROLEC control enclosures
•	Possible to route connectors such as HDMI, DVI, 
	 network adapters, etc.
•	 Ingress protection IP 54
•	 Gasket: Chloroprene (CR)
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Cable glands & accessories
      Suitable solutions for every application
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Cable glands
     Technical details

Brass tight cable gland
Material: Brass, nickel-plated
Gasket: Neoprene
Ingress protection: IP 68/5 bar
Good strain relief. With O-ring on the connection thread.

Art. no. M Ø l L SW1 SW2 PU

570.002.M12 M12 3-6.5 6 22 14 14 50

570.002.M16 M16 5-10 7 28.5 20 20 50

570.002.M20 M20 6-12 8 26.5 22 22 50

570.002.M25 M25 11-17 8 32.5 27 27 25

570.002.M32 M32 15-21 8 36 34 34 10

570.002.M40 M40 19-28 9 43.5 43 43 10

570.002.M50 M50 27-38 9 52 58 58 5

570.002.M63 M63 34-44 14 53 68 64 5

Art. no. M Ø l L SW1 SW2 PU

570.801.M12 M12 3-6.5 6 22 14 14 50

570.801.M16 M16 4-8 7 23 18 17 50

570.801.M20 M20 6-12 8 27.5 22 22 50

570.801.M25 M25 11-17 8 30.7 27 27 25

570.801.M32 M32 15-21 8 38 34 34 10

570.801.M40 M40 19-28 9 43 43 43 5

570.801.M50 M50 27-38 9 54.5 58 58 5

570.801.M63 M63 34-44 14 53 68 64 5

Brass cable gland EMC version
Material: Brass, nickel-plated
Gasket: Neoprene
Ingress protection: IP 68/5 bar
O-ring from Perbunan on the connection thread.

Brass blanking plug
Material: Brass, nickel-plated
Gasket: O-ring from Perbunan
Ingress protection: IP 68

Art. no. M Ø l L PU

570.004.M12 M12 14 5 2.5 100

570.004.M16 M16 18 5 3 100

570.004.M20 M20 22 6 2.5 100

570.004.M25 M25 28 7 4 100

570.004.M32 M32 35 8 4 50

570.004.M40 M40 44 8 5 50

570.004.M50 M50 54 9 6 25

570.004.M63 M63 67 10 6 10

Ø = Clamping area in mm

Brass lock nut
Material: Brass, nickel-plated

PA cable gland
Material: Polyamide
Gasket: Neoprene
Surface: RAL 7035; further colours on inquiry
Ingress protection: IP 68/5 bar
VDE and UL-checked.

Art. no. M t SW PU

570.005.M10 M10 3 14 100

570.005.M12 M12 2.8 15 100

570.005.M16 M16 2.8 19 100

570.005.M20 M20 3 24 100

570.005.M25 M25 3.5 30 100

570.005.M32 M32 4 36 100

570.005.M40 M40 5 46 50

570.005.M50 M50 5 57 25

570.005.M63 M63 6 70 25

Art. no. M Ø l L SW PU

570.014.M12 M12 3-6.5 8 23 15 100

570.014.M16 M16 5-10 10 30 22 50

570.014.M20 M20 6-12 10 30 24 50

570.014.M21 M20 10-14 10 31 27 50

570.014.M25 M25 13-18 10 37 33 25

570.014.M32 M32 18-25 15 41 42 20

570.014.M40 M40 22-31 18 52 53 10

570.014.M50 M50 30-36 18 53 60 10

570.014.M63 M63 34-44 18 53 65 10

Plastic blanking plug
Material: Polyamide
Surface: RAL 7035; further colours on inquiry
Ingress protection: IP 54

Plastic lock nut
Material: Polyamide
Surface: RAL 7035
Standard: DIN EN 60423

Art. no. M Ø l L PU

570.009.M12 M12 15 6 2 100

570.009.M16 M16 20 6 3 100

570.009.M20 M20 24 6 3.5 100

570.009.M25 M25 30 8 3.5 100

570.009.M32 M32 37 8 4 100

570.009.M40 M40 46 8 5 50

570.009.M50 M50 56 10 5 50

570.009.M63 M63 69 12 5 25

Art. no. M t SW PU

570.010.M12 M12 5 18 100

570.010.M16 M16 5 22 100

570.010.M20 M20 6 26 100

570.010.M25 M25 6 32 100

570.010.M32 M32 7 41 100

570.010.M40 M40 7 50 50

570.010.M50 M50 8 60 50

570.010.M63 M63 8 75 50

PE O-ring gasket
Material: Polyethylene

Art. no. M t Ø1 Ø2 PU

570.012.M12 M12 2 12 16 1

570.012.M16 M16 2 16 20 1

570.012.M20 M20 2 20 24 1

570.012.M25 M25 2 25 29 1

570.012.M32 M32 2 32 36 1

570.012.M40 M40 2 40 45 1

570.012.M50 M50 2 50 56 1

570.012.M63 M63 2 63 70 1
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Cable glands/accessories
     Technical details

V2A – pressure equalisation element
Material: Stainless steel V2A
Ingress protection: IP 66/68/69K

PA – pressure equalisation element
Material: Polyamide
Surface: RAL 7035
Ingress protection: IP 66/68/69K

Ø = Clamping area in mm

Art. no. M l L SW PU

570.004.112 M12 6 14 17 1

Art. no. M l L SW PU

570.001.112 M12 10 21 17 1

Accessories
     Suitable solutions for every application

Visit our website to find the matching standard 
accessories for each individual item number. 
For further accessories, please get in touch with 
our sales experts.

Accessories for the ROLEC enclosure range:
• Hinges, special seals, supporting rails, terminals, 
	 cable glands, pressure equalisation elements, 
	 external mounting brackets for wall-mounted enclosures
•	 Stand up shackles for table-mounted enclosures
•	 A range of accumulator holders, carry straps, wall brackets, 
	 handles, holding clips and suspension arm adaptors

In addition to the standard components shown here, we can also supply alternative products from other manufacturers on request. Talk to 
our sales team. All information is subject to change without prior notice. Claims for typographical or other errors are will not be accepted.






